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POWER DISTRIBUTION
MANAGEMENT

SECURITY & ACCESS
MANAGEMENT

POWER QUALITY
MANAGEMENT

SMART ENERGY 
MANAGEMENT





INDUSTRIAL PLUG & SOCKETS

SURFACE MOUNTING

Ampere

2P+
230V

3P+
415V

3P+N+
230/415V

Part No.  .P.L .P.LPart No. Part No.L.P. 

HSN-8536

Surface Mounting Socket

Surface Mounting Socket

Panel Mounting Socket

Panel Mounting Socket

Panel Mounting Socket

Panel Mounting Socket

16/20

32

63

16/20

32

63

125

720

900

3,595

1,190

1,490

4,590

15,000

810

980

3,490

1,540

1,860

4,490

15,820

810

980

3,490

1,540

1,860

4,490

15,820

111

11651

1104

1133

1145

1157

11427

11645

11646

1127

1137

1149

1161

11441

100

101

1124

1143

1155

1112

11447

SPLASH PROOF IP-44

WATER TIGHT IP-67

2P+
230V

3P+
415V

3P+N+
230/415V

16/20

32

63

16/20

32

63

16/20

32

63

125

16/20

32

63

125

440

740

3,095

440

740

3,095

930

1,160

3,690

12,100

930

1,160

3,690

12,100

720

890

3,160

710

900

3,160

1,020

1,310

3,470

12,400

1,020

1,310

3,470

12,400

720

890

3,170

710

900

3,160

1,020

1,310

3,470

12,400

1,020

1,310

3,470

12,400

1217

12310

12135

131

13007

1307

1266

1278

12001

12100

1372

13024

1396

13452

1221

1233

-

1324

13011

134

1270

1282

1200

12104

1376

13028

13100

13447

12078

1215

12380

132001

1333

136

1276

1288

129

12108

1382

1370

13104

13451

SOCKET-OUTLET ANGLED

SOCKET-OUTLET STRAIGHT

SOCKET-OUTLET ANGLED

SOCKET-OUTLET STRAIGHT

PANEL MOUNTING

Ampere Part No.  .P.L .P.LPart No. Part No.L.P. 

SPLASH PROOF IP-44

WATER TIGHT IP-67



INDUSTRIAL PLUG & SOCKETS

16/20

16/20

16/20

440

390

560

-

-

-

-

-

-

71094

7370

231

-

-

-

-

-

-

SPLASH PROOF IP-44

PANEL MOUNTING

Ampere

2P+
230V

3P+
415V

3P+N+
230/415V

Part No.  .P.L .P.LPart No. Part No.L.P. 

HSN-8536

16/20

32

63

16/20

32

63

125

16/20

32

63

370

620

3,190

840

1,260

3,690

10,870

560

730

3,750

520

730

2,890

1,110

1,340

3,360

10,700

680

930

3,790

21001

21013

2104

210576

210594

2181

2191

31001

31013

3104

21005

21017

2151

21349

21351

2185

2195

31005

31017

3151

203

204

21590

21239

210607

2189

2199

303

304

3112

SPLASH PROOF IP-44

WATER TIGHT IP-67

SPLASH PROOF IP-44 

16/20

32

63

125

1,220

1,720

4,050

12,500

1,490

1,890

3,850

12,740

520

730

2,890

1,110

1,340

3,360

10,700

680

930

3,790

1,490

1,890

3,850

12,740

310333

31244

3181

3191

31241

31245

3185

3195

31243

310364

3124

3199

WATER TIGHT IP-67 

PLUG

Ampere

2P+
230V

3P+
415V

3P+N+
230/415V

Part No.  .P.L .P.LPart No. Part No.L.P. 

Plug

Plug water tight

GT Connector

GT Connector

socket-outlet
schuko

Plug-schuko

Angled-Plug,
with short cable



INDUSTRIAL PLUG & SOCKETS

SURFACE MOUNTING

Ampere

2P+
230V

3P+
415V

3P+N+
230/415V

Part No.  .P.L .P.LPart No. Part No.L.P. 

HSN-8536

16/20

32

63

4,690

5,310

-

5,200

6,130

12,700

15019

15030

-

-

-

-

15059

1585

15036

SPLASH PROOF IP-44

WATER TIGHT IP-67

SPLASH PROOF IP-44

SPLASH PROOF IP-44

PLUG SOCKET COMBINED IN POLYCARBONATE

DOMESTIC AC/ INDUSTRIAL OUTLET

Socket-outlet with
MCB Provision

Socket-outlet
interlocked

Plug/Socket
combined in
metal enclosure

Plug/Socket
combined in
Polycarbonate
enclosure

Appliance Inlet

16/20

32

63

125

16/20

32

63

16/20

32

4,790

5,410

-

-

1,360/1,370

1,890

7,870

1,610

2,180

5,400

6,400

12,920

38,700

1,940

2,450

7,730

2,280

2,700

15024

15352

-

-

1201 SP/DP

1202 SP/DP

1203

901

911

15098

15111

15000

15158

-

-

-

-

-

15028

15112

15001

15160

3201

3202

3203

903

913

16/20

32

63

16/20

32

6,200

8,200

-

1,080

1,610

8,900

9,990

18,990

1,140

2,270

1,940

2,450

7,730

2,280

2,700

1,140

2,270

1619

16097

-

261

2662

1610

16596

16605

-

-

1611

16043

16603

2612

2600

SPLASH PROOF IP-44 

16/20

32

63

125

6,200

8,770

-

-

8,990

10,930

20,400

66,100

5,200

6,130

12,700

5,400

6,400

12,920

38,700

8,900

9,990

18,990

8,990

10,930

20,400

66,100

1600

16104

-

-

1602

160178

16604

16621

1604

160177

16602

16622

WATER TIGHT IP-67 

Ampere

2P+
230V

3P+
415V

3P+N+
230/415V

Part No.  .P.L .P.LPart No. Part No.L.P. 





ECO BOX ENCLOSURE & JUNCTION BOXES

Modular Distribution Board – IP 65

Dimensions LxWxH (mm) Part No. L.P. 

MODULAR DISTRIBUTION BOARDS

150 x 300 x 215

300 x 300 x 215

450 x 300 x 215

600 x 300 x 215

2,390/-

3,100/-

4,690/-

5,870/-

9150

9300

9450

9600

1,380/-

1,620/-

2,940/-

4,050/-

8,910/-

280/-

340/-

590/-

670/-

750/-

1,490/-

MODULAR ENCLOSURE  

JUNCTION BOXES

180 x 180 x 135

180 x 240 x 135

240 x 320 x 135

320 x 420 x 135

420 x 640 x 160

90 x 90 x 50

100 x 100 x 60

110 x 140 x 70

130 x 130 x 100

130 x 170 x 80

170 x 210 x 100

6180

6260

6320

6420

6520

1001

1002

1003

1004

1005

1006
Junction Boxes

Eco Box Modular Distribution Boards
     Impact resistant modular polycarbonate enclosures
     Chemical resistant
     Solid and Stable
     Self-extinguishing
     Weather Resistant
     Corrosion free screws

Modular Enclosure
     Impact resistant modular polycarbonate distribution boards
     Chemical resistant
     Solid and Stable
     Self-extinguishing
     Weather Resistant
     Corrosion free screws

DESCRIPTION

Modular Enclosure

Modular Distribution Board

HSN-8538



Mobile Distribution Rubber Boards

Customized IP 65 L.V. Distribution Panels & Feeder Pillar

Enclosures

Windows

LxWxH (mm)Part No.

Part No.

L.P. 

L.P. 

160 x 225 x 100

225 x 225 x 100

300 x 225 x 100

300 x 400 x 100

300 x 600x 100

1,400/-

2,280/-

3,290/-

5,700/-

8,400/-

450/-

495/-

630/-

790/-

3004

3008

3304

3308

3312

5882

5891

58010

58019

Rating

No. of ways

4 Way

8 Way

12 Way

24 Way

36 Way

2 Way

4 Way

8 Way

12 Way

Rubber distribution & IP 65 L.V. Distribution Panel- 

HSN-8537

HSN-8537

HSN-8538

HSN-8538

 IP-65

          









METERING PRODUCTS
RANGE



POWER ANALYSERS

M8 Power Analyzer

M9 Power Analyzer

M20 Power Analyzer

M30 Power Analyzer

energy, THDV, THDI & run hours

7 segment bright LED display, Three rows+
Site Programmable CT and PT ratio+
True RMS measurement+
Password protection+
Harmonic measurement (THD)+

M8 plus with above features, available with RS 485 (price on request)+

+
+
+
+
+
+
+
+
+

7 segment bright LED display, Four rows+
Site Programmable CT and PT ratio+
True RMS measurement+
Password protection+
Maximum demand with relay contact with RS 485+

+ Harmonic measurement (Total & Individual)

+ LCD display with backlight

+ Site Programmable CT and PT ratio

+ True RMS measurement

+ Password protection

+ Bargraph for percentage current

+ 8 digit energy display

+ Maximum demand with relay contact RS485 computer interface

Measurement up to 31 Harmonic for current & voltage separately

Total Harmonic Distortion for Voltage & Current (THD-V/ 1%)

RS-485 Communication and 2 nos of Relay contact output

Energy Pulse output or Digital input (optional)

4-20mA angle O/P for PLC’s/ other auxiliary tracking methods (optional)

Display demand value, max/min values & Neutral Current

Parameters and demand values are stores even if supply voltage is cut off

Data logging (1 Mb internal memory) with real time clock

Password protection for setup

L.P.

L.P.

L.P.

8,600/-

9,900/-

32,400/-

Harmonic measurement (Total & Individual)+
Universal Auxiliary supply+

HSN-9028

NEPTUNE

Parameters- Phase wise-VL-L, VL-N, Amp, Hz, PF, KW, KVA, KVAR, Total+

KVARH, KWH energy, dual energy, THDV, THDI & run hours, MD & upto
31st Harmonic through RS 485

Parameters- Phase wise-VL-L, VL-N, Amp, Hz, PF, KW, KVA, KVAR, KVAH+

KVARH, KWH energy, dual energy, THDV, THDI & run hours, MD & upto
31st Harmonic through RS 485

Parameters- Phase wise-VL-L, VL-N, Amp, Hz, PF, KW, KVA, KVAR, KVAH+

L.P. 5,400/-

PNNEPNEPNEPNNENEPNEPNNEPNENEPNEPNEPNNEPNENNEPNNNNNNNNNENENN PN TTTTTTTTTTTTTTTTTUUUUUUUUUUUUUUNNNNNNNNNNNNNNNNNEEEEEEEEEEEEE

M9

M8



DIGITAL METERING

1 Phase Meter

3 Phase Meter

Advance VIF Meter

Earth Leakage Relay              with CBCT

LED type, 7-segment, 4 Digit display+
CT / PT ratio site selectable+
True RMS measurement & Password protection+
Auto ranging+
Auxiliary supply 90-270 VAC/DC+
Auto/manual page scrolling+
Parameters – A / V, THDI/THDV & Hz+

Parameters- A / V, Amps Phase wise and Avg / VL-L, VL-N, 
THDI/THDV & Hz

+

+
+
+
+
+
+
+

+ LED type, 7-segment, 4 Digit display
+ CT / PT ratio site selectable
+ True RMS measurement & password protection
+ Auxiliary supply, self powered
+ Auto/Manual page scrolling
+ Auto ranging

LED type, 7-segment, 3 Digit display

CT / PT ratio site selectable

True RMS measurement & password protection

Auto ranging

Auxiliary supply, 40-270 V

Auto/Manual page scrolling

Parameter measured are V, I, Hz, P.F. KW, KVa, RPM 

+ Latest micro controller based technology with true RMS sensing

+ Single model covers from 30 mA to 30 A-completely programmable in 10 steps

+ Monitors cable connection between ELR/CBCT

+ Bar graph to indicate % of leakage current in the system

+ Alarm available at 50% set of value & triping at 80-90% of set value

+ Core balance CT (CBCT) available in 4 sizes: 35/70/120/210mm (dia)

+ Delay 
+ Also available with LCD Display and Flush Mounting

adjustable from 0-10 sect in 10 steps

L.P. 880/-

L.P.

L.P.

1,395/-

2,100/-

Special sizes of CBCT also available on request. Display optional available only for Flush Mounting

HSN-9028

(Ammeter/Voltmeter)

HSN-8536  HSN-8504

Item Code L.P. 

3,960/-

4,320/-

4,770/-

6,570/-

Earth leakage Relay with 35 mm CBCT

Earth leakage Relay with 70 mm CBCT

Earth leakage Relay with 120 mm CBCT

Earth leakage Relay with 210 mm CBCT

(Ammeter/Voltmeter)(







Dual Energy Metering Pre-paid & Post-paid with 
EMS Software & Networking Solution

Micro controller based design

CT/PT site selectable

Password protection

True RMS measurement

Auxiliary supply 90-270 VAC/DC

Auto ranging, Auto / Manual page scrolling

Parameters measured are V, I, Hz, P.F., Kw, Kwh, Kva, HVAR 

THD-V, THD-I, load hrs.

Accuracy Class 1 / 0.5

Available with or without RS485

+
+
+
+
+
+
+
+
+
+

Also availablein LCD display+

M302, M306 & M308

Networking with Power Analyzer and Dual Metering for Pre-Paid and Post-paid Solutions

Dual Energy Metering with Automatic meter reading (Pre-paid, Post paid and Hybrid) has become the 
need of the day. Neptune AMR provide energy usage trends, which helps to control energy consumption 
and pre-paid and Post-paid billing system, ensuring better recovery on energy usage by calculating 
the purchased / produced energy, common energy, losses in the energy and total consumption 
concessionaire wise. It has option for load management, energy management and option to auto 
disconnect the system due to non payment of dues or over usage of the sectioned load. 
Comprehensive set of information and reporting system makes it an inevitable tool for sub single / dual 
source metering.

Power Net   = Energy Management System
Power Scan  = Energy billing and automated meter reading software 

Item Code L.P. 

3,200/-

On request

6,000/-

6,800/-

12,000/-

On request

On request

Kwh Meter M-302

Kwh Meter M-304 with RS-485 Port

Dual Source Kwh Meter M-306 / 5 CTR with RS-485 Port

Dual Source Kwh Meter Direct, up to 60 Amp. M-306D with RS-485 Port

Dual Source Kwh Meter LCD M-308

Power Scan Software- Scanning energy and billing

Power Net Software- Power monitoring and control application

HSN-9028

DLC PLC DCS







NSL 10 HD / Ultima / LL-M

NSL – 10 Heavy Duty Capacitors

Ultima – The Ultimate Capacitors

The capacitors are designed with a very low loss dielectric & high quality 

Operational Life   1,00,000 hours.

The safety and reliability of the traditional technology of impregnated

used for medium voltage capacitors.

Double Protection Safety Device

Withstands high harmonics overload

Life expectancy of more than 2,00,000 hours

Low losses    0.2 W/Kvar

Each element is made by Metallized Polyproylene.

Temp. Range -25 C + 70 C

+
+

+
+

+

+
+
+
+
+

+
Rating available in 525 v i.e 7.5, 15, 18.75, 22.5, 30, 37.5, 75 kvar+

^

^_

LL-M Capacitors - Long Life Mixed Dielectric Capacitors

Dielectric impregnated with biodegradable synthetic oil

R.M.S Current level in excess of 4 In

Withstand Harmonic Overloads

Available in 450V - 550V
Temperature range -25°C to 70°C

+
+
+
+
+
+

^_

Item Code L.P. Rating 440v 525v

-

-

680/-

690/-

395/-

410/-

580/-

600/-

NSL-10 HD Capacitor

NSL-10 HD Capacitor

Ultima Capacitor

Ultima Capacitor

25 Kvar

5 - 20 Kvar

25 & 50 Kvar

5-20 Kvar

|

HSN-8532

Price Per KVAR

On request

On request

630/-

670/-

LL-M Capacitor

LL-M Capacitor

25 & 50 Kvar

5-20 Kvar

Ultim
ate 

Capacitor

World’s

Best Designed

Capacitor



Power 9 / Duca Power XD Capacitors

Power 9 Heavy Duty Small Capacitors

Power 9 Heavy Duty Capacitors

Duca Power XD Capacitors

New compact Heavy Duty Series

Cylindrical 3 phase Capacitors

Life expectancy   1,00,000 hrs.

Low losses   0.2 w/Kvar

Rating available in 1, 2, 3, & 4 Kvar

New compact Heavy Duty Series

Cylindrical 3 phase Capacitors

Life expectancy   1,00,000 hrs.

Low losses   0.2 w/Kvar

Rating available in 5, 10, 12.5, 15 & 25 Kvar

Withstand Harmonic Overloads

Up to 4 In Max Current

Life expectancy   1,70,000 hrs.

Low losses   0.2 w/Kvar

Temperature Range - 25 C to 70 C

+
+
+
+
+

+
+
+
+
+

+
+
+
+
+

Rating available in 525 v i.e 7.1, 14.2, 17.8, 21.3, 35.6 kvar+

^

^

^

^_

^_

^_

Item Code L.P. 

-

-

470/-

505/-

On requestOn request

330/-

305/-

410/-

450/-

Power 9 Capacitor

Power 9 Capacitor

Ducapower Capacitor XD (Super HD)

Ducapower Capacitor XD (Super HD)

APP Capacitor

Rating 440v 525v

1, 2, 3, & 4 Kvar

25 Kvar

-325/-Power 9 Capacitor 5-20 Kvar

25 Kvar

5-20 Kvar

5-50 Kvar

|

HSN-8532

Price Per KVAR



Item Code L.P. 

14,500/-
18,000/-

19,000/-

RM Series

REGO Series

Automatic Power Factor Controller Single CT

Intelligent P. F. Controller - RM Series 
LED Type 7 segment 4 Digit Display

8 &12 capacitors steps available in ON/Off modes

Measurement of A, V, PF, Cos phi, W, VAr, VA

Automatic calculation of C/k values

Program entry for targeted Cos phi value

Automatic / Manual mode selection with indicator light

indicator lights with output contact

+
+
+
+
+
+
+
+

Advance P. F. Controller - Rego
The series Rego controller relays are fully static units controlled by an 
eight bit micro processor with HC mouse technology.
Self programming function for power stage and operating logic i.e. no 
need to set CK setting.

connected.
Measurement of network harmonics, with steps disconnected switch-off 
when limit value are exceeded.
Comprehensive displays with large, three- digit LED display. 3 Logics (1:1:1), 
(1:2:2), (1:2:4) to connect/disconnect banks, with automatic recognition 
or with standards programs.
RS-485 Communication 

+

+

HSN-9032

+

+

+

+

Item Code

RM 8
12,600/-RM 6

RM 12

REGO-12



Advance P. F. Controller - G8/ G8 Plus
7 segment LCD Display

Suitable for Power Factor Correction using Thyristor Modules for Real Time 

Compensation & Contractor Switching for normal compensation

Master slave function

GSM / GPRS Model (optional)

Current & Voltage Harmonic analysis

Independent compensation for all 3 phases

Capacitor over-current protection on all 3 phases

+
+

+
+
+
+
+

Intelligent  P. F. Controller - NAAC 3P series

LED Type 7 segment 4 Digit Display

8 & 12 capacitors steps available in ON/Off modes

Measurement of A, V, PF, Cos phi, W, VAr, VA

Automatic calculation of C/k values

Program entry for targeted Cos phi value

Automatic / Manual mode selection with indicator light

indicator lights with output contact

Compensation for all 3 phases

+
+
+
+
+
+
+
+

+

Automatic Power Factor Controller 3 CT

Reactive energy Management 3P - REM series
7 segment LCD display with 2 colors backlite

Available in 8 &12 steps with Rs485 communication port

Works on average current

Target P.F. 0.8 lag - 0.8 lead, Control sensitivity 55-100%

Display THD - I% & THD-V% along with power

Measure & Display Voltage & Current

Intelligent switching between various capacitor banks

Alarm indication by LED & Dual password protection

Fan control can be programmable

+
+
+
+
+
+
+
+
+
+

HSN-9032

Series L.P. 

14,900/-
16,500/-

19,500/-
24,000/-

On request

REM Series

Neptune 3P Series

Intelligent P.F. Series

REM 3P-8
REM 3P-12

NAAC 3P-8
NAAC 3P-12

G8 & G8 Plus

Item Code



Harmonic Block Reactors for Detuned Systems / 
Thyristor Switching Module

Harmonic Block Reactor 

3 Phase aluminium wound reactors with an iron core and air gap

Highest quality material and very stringent quality control

It has been designed with properties like low temperature rise and

and harmonic overloads.

High Linearity (L  0.95 x Ln): 200%

H-Class Insulation

Vacuum Impregnated

+
+
+
+

+
+
+
+

Rating
440v, 50Hz

L.P. L.P. L.P. 

5 KVAR

10 KVAR

25 KVAR

50 KVAR

100 KVAR

7,490/-

8,990/-

13,200/-

22,300/-

42,500/-

10,015/-

14,040/-

24,950/-

45,800/-

89,500/-

10,940/-

15,890/-

30,200/-

56,300/-

1,10,500/-

NOTE: Prices for 14% & 5.6% Harmonic Block Reactor with and without Capacitor Bank are available on request.
*Copper wound reactor also available on request   * Any other Detuned Frequency & rating can be provided on request

Harmonic Block Reactor (AL/Cu)
P = 7%

Harmonic Block Reactor
7% with DUCA Power Capacitor (Separate Units)

Item Code

Thyristor Switching Module

for 415V / 450V application

PS 15 KVAR

PS 25 KVAR

PS 50 KVAR

PS 100 KVAR

PS 50 H KVAR

PS 100 H KVAR

-

-

26,500/-

28,600/-

36,000/-

63,500/-

48,600/-

85,000/-

1,400/-

2,250/-

Rating (KVAR) L.P. 

Thyristor Switching Module

for 690V / 750V application

Fast discharge Reactor for 415V / 440V

Fast discharge Reactor for 690V / 750V

Thyristor switching Module

Electronic switches:

Rated Voltage: 415V +10%

Temperature controlled, in built forced air cooling in all models
+
+

Enclosure: IP 40 Maximum ambient temp:40 C Alarms

Built-in Alarms for protection of switching module & capacitor Banks+

-

HSN-85045090

HSN-8541

with Ultima Capacitor









Energy Audits and Power Quality Studies

Our Group company NECPL is working in the area of Energy Conservation with 
a vision of becoming a leader in providing services & solutions in energy 
saving technologies in order to secure energy for future generations.

Service offered by NECPL

Comprehensive energy audit of networks
power factor, Harmonics & Power Quality studies
Transient Study- Voltage Dip / Sag / Spike / Fluctuation & ther Transient 

Events for 24 hours or upto 1month.
Root cause analysis of operational problems due to power Quality issue in 

network.
Thermography / Thermal imaging / Earthing checkup f installation

used for sub metering.
Health checkup of existing power factor system for design & up gradation 

to improve power factor.
Designing & installation of advanced EMS & feasibility of existing EMS 

integration with new software & analyzers / Energy meters.
Indoor air quality checkups for PPM, CO, etc.

Noise level checkup, Electrical safety audit & Water audit.





A 11 - Sector 59, Noida - 201301, India
 0120 420 5900, 429 7900Tel:

+91 955 550 0300For Product enquiry: 
 enquiry@neptuneindia.comEmail: www.neptuneindia.com


